
Flame-Retardant and Waterproof Pads (SUSANO Pad)
(for Head Section Type A, Back and Seat Section Type C, 
Double Leg Section Type B)

Supplement

• 18-450-20

CAUTION
• Attach the table pads straight along the Velcro fastenings from the edges. Especially,

attach long table pads while holding them with your hands so that the surfaces do not
get wrinkled. If the table pads rise up or buckle, they may get deformed or damaged.

• Do not apply tape, etc. directly on the table pads. Otherwise, they may get damaged.
• Place	and	store	the	table	pads	in	flat	places.	Leaning	or	bending	may	get	deformed	or

damaged.
• Do not store operating table accessories or other medical devices, etc. on the table

pads. Otherwise, they may get deformed or damaged.
• The table pads maintain waterproofness when they are properly attached in their

usage. If the table pads are attached other than the proper placement method in their
usage,	and	liquids	infiltrate	inside,	it	may	cause	degradation.

• If liquids get on the table pads waterproof fastener, wipe
them	off	quickly.	If	the	waterproof	fastener	gets	wet	and
the	liquids	infiltrate	inside,	it	may	cause	degradation.

Waterproof 
fastener

• Do not open the table pads waterproof fastener. If liquids
infiltrate	inside,	it	may	cause	degradation.

■ P. 2: 1. Introduction / 1.3 Accessories

■ P. 5: 2. Safety precation / 2.1 Read thoroughly before using / (6) Table pad

Please replace some notations in the Operating Table MOT-5602BW Operator’s Manual (CK18-450-10EN) 
as below.
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• 18-450-30/-70

• 18-450-30/-70

Mattresses (for head section, back and seat section, leg section)



CAUTION
• Attach the table pads straight along the Velcro fastenings from the edges. Especially,

attach long table pads while holding them with your hands so that the surfaces do not
get wrinkled. If the table pads rise up or buckle, they may get deformed or damaged.

• Do not apply tape, etc. directly on the table pads. Otherwise, they may get damaged.
• Place	and	store	the	table	pads	in	flat	places.	Leaning	or	bending	may	get	deformed	or

damaged.
• Do not store operating table accessories or other medical devices, etc. on the table

pads. Otherwise, they may get deformed or damaged.

• 18-450-20

■ P. 11: 2. Safety precation / 2.1 Read thoroughly before 
using

■ Other than 18-450-20

558K8M3

558K5M1 558K6M7

558K8M4

(27) PIN 558K8M3(26) PIN 558K8M4

(25) PIN 558K6M7(24) PIN 558K5M1

■ P. 10: 2. Safety precaution / 2.2 Labeling / Other labels (2/2)

(27)7) PIN 630D8M3(26)6) PIN 630D8M4

(25)5) PIN 562G6M2

• 18-450-20
(24) PIN 50005M2

Conforms to BS 7177:2008 for medium hazard

■ P. 11: 2. Safety precaution / 2.2 Labeling / Symbol mark for labeling

• 18-450-20
No description

• 18-450-30/-70

• 18-450-30/-70
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Table pad

Anti-defibrillation device
Flame resistance: BS 7177 Fire Test on Mattresses, Sofas and 
Bases Classification: Conforms to BS 7177:2008 for medium 

hazard (Medium Hazard [5])
Manufacturing method via waterproofing: 

Welder processing: Note 11 
Waterproof fasteners: Note 12

Note 11: Process that seamlessly welds via heat 
Note 12: Fastener with high waterproofness 

• 18-450-20
Table pad Anti-defibrillation	device

■ P. 44~45: 6. Specification / 6.1 Specification table

• 18-450-30/-70
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